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Meter union 

Type 2298 

Meter union with controllable check  

Application: 
A adjustable meter union is used in the meter bracket as the Meter union where backflow prevention for medium categori 2 are re-
quired according to EN 1717. Easy to use in existing installation when the water meter is changed. The existing adjustable meter un-
ion are removed and a type 2298 is mounted without changing the rest of the installation. 
The adjustable Meter union is available from 1” up to 2”. The check valve and the plug are easy accessible and the check valve are 
easy to check.   
Control that the diameter and the length of the existing adjustable part corresponds to the diameter and length of the new type 2298. 

Technical Data: 
Low opening pressure. 
Max temperature 90° C 
Working pressure 10 bar (tested at 16 bar)  

Product Description: 
Nipple part machined in CW625N.  
Plug machined in CW724R. 
Union nut hop stamped in CW617N. 
Materials are approved according to 4MS UBA list 8th Revision 01.12.2017 
Check valve cartridge. 

Certificate/Test: 
GDV approved, cert. 03/00108  
Tested according to NKB9 and EN/DS 13959 
100 % quality test. 
Yearly audit test, carried out by Danish Technological Institute.  
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Purcase no. LNS no. DN mm *G ” DIM L mm L1 mm **NV mm 
Estimated 

Weight kg 

484910-906 347-020-91-09 20 1 24,9 64 36 37 0,20 

484910-908 347-025-91-10 25 1¼ 30,6 76 44 46 0,33 

484910-911 347-032-91-11 40 2 47 84 50 65 0,77 

Component  Material Component Material 

1. Nipple part CW625N 2. Check valve cardrige POM 

3. Plug CW724R 4. O-ring EPDM 

5. Union nut CW625N   

* According to ISO 228/1 ** NV: Wrench size 


