
 JCH A/S Mail: JCH@JCH.AS WWW.JCH.AS TLF: +45 75 85 84 08 Copyright: JCH A/S 

Version: 10/25 

Installation kit with check Valve 

Type 2086 + 2286 

 

Application: 

Bronze alloy protect against corrosion in all legal water qualities regardles of pipe materal an fittings. The Installation kit can with ad-
vantage be used in installation with new water meters or replacement of existing water meters where backflow protection for medium 
category 2 are required according to EN 1717. 
The Installation kit contains 1 pcs Water meter union, 1 pcs Water meter union with check Valve and 2 pcs gasket packed in bag. 
Check Valve and inspection plug are easily accessible and the check valve is easy to check. Designed for both cold and hot water. 

Technical Data: 

Max temperature 60⁰C (normal operation), briefly up to 90⁰C (max 1 our) 

Type 2286: 
           Low opening pressure. 
           Working pressure 10 bar (tested at 16 bar)  

Product Description: 

Nipple part machined in CC499K 
Plug machined in CW724R 
Union nut machined in CC499K 
Materials are approved according to 4MS UBA list 8th Revision 01.12.2017 
Check valve cartridge. 

Certificates/Test: 

GDV approved, cert. 
            03/00121 (Type 2086) 
            03/00122 (Type 2286) 
Type 2286: 
 Tested according to NBK9 and EN/DS 13959 
 100% quality check on eace check valve. 
Yearly audit test, carried out by The Danish Institute of Technology. 
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Purchase no. DN1 mm DN2 mm *G1 ” *G2 ” L1 mm L2 mm **NV mm 
Estimated 

Weight kg 

484920-804 13,5 15 ¾" ½” 40 40 30 0,22 

484920-806 20 20 1” ¾” 50 50 37 0,36 

484920-808 25 25 1¼” 1” 60 60 46 0,67 

484920-810 32 32 1½” 1¼” 60,5 72,5 52 0,96 

484920-811 40 40 2” 1½” 70 82,5 66 1,49 

Component  Material Component Material 

1. Nipple part CC499K 2.Union nut   CC499K 

3. Plug CW724R 4. O-ring EDPM 

5. Check valve cartridge POM 6. Gasket (for Union nut) Fiber 

Type 2086 Type 2286 

* According to ISO 228/1 ** NV: Wrench size  


